
   
 

Issued: 24.08.2017 Replaces:   20.07.2016 

The above information is derived from quality check.  It does not relieve purchaser from examining the product  upon delivery and  gives no assurance of the product  for any 

particular purpose. 

Alpha Chemie GmbH works exclusively on the basis of its terms and conditions can be viewed at  www.alpha-chemie-freital.de/AGB.html. 

 

 

 
                                                                                                                                      

Alphanox  2016 
 
 
 
 

描述 几种部分聚合的烃馏分及其酯的混合物 

 
外观 固体蜡 

 
气味 中性 

 

 
 
 

凝固点 

( DIN-ISO 2207 ) 

35 -  43 °C 

 

酸值 

( DIN 51558,  Teil 1 ) 

 

12 
 

-  18 
 

mgKOH/g 

 

皂化值 

( DIN 51559,Teil 1 ) 

 

40 
 

-  60 
 

mgKOH/g 

颜色 max.  4,0 

( ASTM D 1500  ) 
 

 
 

溶解度 5-10%矿物油、脂肪族和异烷烃及汽油 
 
 
 

应用 防锈剂、乳化缓蚀剂和润滑剂的成分 
 

 

推荐 乳化浓缩液  

  

  

Alphanox 2016 
 

33% 

 Amine 胺类 6% 

 Oil 油 61% 

 
存储 封闭容器中的最高建议温度为 25°C。
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